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TGP application creation

Install VisualTFT

VisualTFT download page (Chinese): https://www.gz-dc.com/category/typeid/8
VisualTFT installation: visualtft_3.0.0.1249.rar

e Download,
e Unzip (Unrar)
¢ |nstall

Prepare TGP application

Download and unzip TGP template: tgp_template.zip

In VisualTFT open # tgp project.tftprj

e prepare screens and graphical elements

edit main. lua to process communication between TGP and CyBro

Testing TGP

e Connect CR-D1 A and B to USB to COM adapter
¢ |n VisualTFT installation folder find and run TFTSimulator.exe

(c) Robotina d.o.o. 1/4


https://www.gz-dc.com/category/typeid/8
https://wiki.robotina.com/lib/exe/fetch.php?media=hiq_components:cr-d-tgp_app:visualtft_3.0.0.1249.rar
https://wiki.robotina.com/lib/exe/fetch.php?media=hiq_components:cr-d-tgp_app:tgp_template.zip

TGP application creation
= EHlE0RE
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1. Select COM port 2. Click button

3. Click on screen

¢ In VisualTFT installation folder find and run DCIOT.exe

[®3 beioT Simulator = X | Setup A @ [ |
. Close

Port |CcOM1 - Baudrate |5600 - Open [ Topmost Sereenshoot

Time TXR% | Data

16:53:36.904 DRG 1, Select COM port 2. Open COM port
16:53:46.317 D FF FF

16:54:12.328 D EE 010104 00 64 FF FC FF FF

3. Click on screen
Save Copy Clear W Autoscroll
o

¢ Run simulator
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TGP application creation

[ VisualTFT - Screen0 - [m} b3
i file Edit Compile Debug Yiew Jools Language Help
a0 EEH (3} 123 LANG 1 = S = Fjipurt COmM1 ~ > Baud Rate 9600 ~ Open Device | @ Instruction 0 ]
hA DOm0 ®O®A = | Wi m (o= rc B B b S 8 RunSimubstor 1.6 BB S A 7 -gh o
Hrm e e R e AR R e = N =N Z A N X ) Run Simulator |copeent Cstate0 -
i Project - 1 x Start Page” Screen0 X | 4P X property - 1 x
=4 tgp_room ! ! E
£ Screen Files | ScreenlID:O
[Z] Screend.tit = .
4 Image Files F Background
£3 Audio Files
{2 Video file Transparent NO
BkColor M oco
_ Bkimage
= Size Default
{ Layer - 1 x
i Output v & X (@ g ControllD |Name
1 Button1
2 Imagel
3 Text_Display1
i Command > R x
In... | Time Send/Rec... |Instruction
There are no items to show.
| & Find | 3 Command
O |Run Simulator PROG Invalidate; Hard-\e
1. Select COM port
2. Select COM port speed
3. Open COM port
DCIOT Simulator = X Setup
Port  |comi v| Baudrate | 115200 - Close | I™ Topmost Screenshoot
Time [mre [ Data [
17:04:24.082 DEG filesize(320)
17:04:24.087 DBG LUA_INIT OK!
17:04:24.087 DEG uart_free_protocol!
17:04:24.113 DEG filesize(48)
17:04:38.531 THD 4100 0A 0100 010000 00 AD
Button 17:04:39.033 THD 4100 0A 0100 03 00 00 00 AF
17:04:39.225 THD 4100 0A 0100 020000 00 AE
COM messages
Save Copy Clear I Autoscroll
SIMULATION
(e}

Transferring application to TGP
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TGP application creation

VisualTFT - Screend — (] X

e Edit Compile Debug View Tools Languege Help

S0 5 (2) 123 LANG 1 - Z g Port COM!1 ~ - Baud Rate 9600 - Open Device | @ Instruction 0 B
AN Om Aa ia [ [ bet —_— p— e ———
SN ReX ) @ BBk 1. Download to device ="K

R T - e B Y R e N = WA W R AR |3 g e - State 0 M|

i Project > A% Start Page” Screend X | 4P x . ax
K 0 100 00 300 400
A tgp_room
£ Screen Files Screen ID:0
Jlg S"EEI"W‘ Name Screend
mage Files
£) Background
£ Audio Files ackgroun
3 Video file Transparent NO
BkColor Hooo
_ Bklmage
Es Size Default
7
Download Wizard{M) X
_ [\ A" D | cord reader and display\sw \top_template \ddot buid!
=
Images Configration Fonts
Audio Video System Resource
. COM Download 5SDCard Download
B
upgraded 921600 v
SDCard dowrioad...
COM Download
~—— 2. SDCard download...
- = -~ 3 x
() Advanced ‘ Hep™7
i Output — Control ID | Name
1 Button|
2 Imagel
3 Text_Display!
8 sp_packeT
Documents > SD_PACKET > Search SD_PACKET
¢ Command
In...  Time Send/Rec... |Instruction @ New v L Sort v - (1) Details
There are no items to show.
ame
private 2
TXT File
@ OneDrive - R
TXT File
1 Find | 8l Command
Download te device P —

3. Copy private folder on root of micro SD card

' Downloads

& Pictures
® Music
B Videos
B Desktop
B output
. tgp_
B output

® tgp_template

e Insert micro SD card into slot at bottom of TGP (SD card contacts versus front of display)
e Reset TGP with pin (pinhole on bottom right side)
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