1. LV-10-3P-01

(Deye SUN-10K-SGO4LP3-EU)
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Order code: LV-10-3P-01
Description: Low voltage hybrid inverter-three phase
Mounting: Wall

1.1. Technical specification

AC output data

Rated output power of AC and UPS (W):

(c) Robotina d.o.o.

Robotina d.o.o.
OIC Hrpelje 38
S1-6240 Kozina

Slovenia

10000

1/3


https://wiki.robotina.com/lib/exe/detail.php?id=components%3Alv-10-3p-01&media=wiki:10_energy:inverter_lv_10k_12k.png

Rated AC Input/Output current[JA[:

Max AC Input/Output current[JA]:
Output frequency and voltage:

PV input data

Max DC input power (W):
PV input voltage (V):
Starting voltage (V):
PV input current (A):

** Connected battery input data**

Battery voltage range (V):
Max charging current (A):
Max discharging current (A):

** General technical data**

Working temperature (°C):
Communication with BMS:
Weight (kg):

Degree of protection (IP):

1.2. Dimensions
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15.2/14.5
16.7/15.9
50/60Hz; 230Vac/400Vac (3 phases)
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LV-10-3P-01

279.0 mm
254.0 mm

422.0 mm

" e [ e

658.0 mm
a =]
n':z »
| S SE—

E.
S 10

]
279.0 mm

1.3. Certificate

eudeclaration-sun-5-12k-sg04Ip3-eu_230926007.pdf
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