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xEMS is a system for efficient energy management in industrial and business facilities
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Order code: XEMS-C

Features

Industry grade ESS with high energy and power density, scalability and excellent performance.
Integrated EMS wih advanced functionality and lifetime strategy upgrades. For residential,
Commercial and Utility applications. XxEMS provides dynamic energy flow management, peak shaving

and other advanced functions.
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o ENERGY FLOW CHART
Production total Production today Output power . LI (1 1]
666.3kWh 13.0kWh ow . g

GO to:

POWER TIMEPLOT __Tigo 46% & .:

ez VY] DOE O

L

000

00|

7000

000

000

4000

20004

2000

'm LA'\ML

00 O O O3 04 O5 06 OF O OF W 11 12 13 W 15 W 17T W W% X N 2 I3 0

ENERGY TIMEPLOT
(e ]2 V][ v] EED O [ oo
&0
ey I v Energy [lowh]
5.0
4.5
ut
3.5
2.5
P
1.5
1.0
0.5
] =

00 01 @ 0 o4 5 0 O 08 00 W oM 2 13 W 15 W 17 B W N N 2 N 0

Technical specification

Power supply
Communication:
Integration interface:
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230 VAC
Ethernet/Modbus
API, OPC, Modbus, Digital twin
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XEMS-C
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